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1.  What is cPDU?
cPDU is electrical Power distribution unit will take input from UPS or from  
Panel and distribute power to various loads.

2.  What are ratings available in cPDU?
cPDU offers below ratings -
Wall Mounting - 20kVA, 30kVA, 40kVA
Floor Mounting - 20kVA, 30kVA, 40kVA, 60kVA, 80kVA

3. Can cPDU provide mixed single phase and three 
phase distributions?
Yes

4. How many distribution feeders cPDU can provide?
cPDU will provide 6 nos. of three-phase 
or 18 nos. of single phase.
or 3 nos. of three phase and 9 nos. of single-phase distribution.

5. Can we Monitor output feeder level power in cPDU?
Yes, cPDU offers input as well as output feeder level power monitoring.

6. In case of any abnormality how cPDU will help?
Moment the feeder current crosses set value cPDU will activate alarm so 
that operator can rectify the issue.

7. Can user set his alarm levels?
Yes, user can set two levels of alarm both upper value as well as lower value.

8. Is cPDU wall mounted or floor mounted?
cPDU is been offered in both wall mounted and floor mounted.

9. What are the dimensions of cPDU?
Wall Mounted – 950 (H) x 650(W) x 230 (D) in mm
Floor Mounted – 1300 (H) x 330 (W) x 400 (D) in mm
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